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Report of Analysis

2005-001423-NYHB
Petro-Canada

OSWEGO SPRAGUE NY
MT DIAMOND STAR

12-Apr-05
12-Apr-05
12-Apr-05

SPRAGUE PROVIDES THE ATTACHED INSPECTION REPORT/ANALYSIS
REPHESENTING THE SPECIFICATIONS OF THE PRODUCT AT THE SPRAGUE
TERMINAL iN TANK ON THE DATE OF INSPECTION NOTED ON THE CERTIFICATE.
THIS ANALYSIS IS PROVIDED TO THE CUSTOMER FOR THE PURPOSE OF
ESTABLISHING THE INDEPENDENTLY VERIRED PRODUCT SPECIFICATION ON

A COMPOSITE BASIS IN SPRAGUE'S TERMINAL SHORE TANK AS NOTED ON THE
CERTIFICATE. THE INSPECTION REPORT 8 NOT TO BE USED FOR ANY OTHER
PURPOSE. SPRAGUE DISCLAIMS ANY LIABILITY FOR THE PRODUCT AFTER DELIVERY
BY SPRAGUE TO CUSTOMER, SPRAGUE DISCLAIMS ANY WARRANTY OF
MERCHANTABILITY OR FITNESS FOR AN INTENDED USE EXCEPT AS MAY BE SPECIFICALLY
SETFORTH IN WRITING IN ANY CONTRACT OR TERMS OF SALE BETWEEN SPRAGUE
AND & BUYER OF PRODUCT. SPRAGUE ASSUNES NO LIABILITY FOR CLAMS OR LOSSES
THAT MAY ARISE FROM CUSTOMER'S USE UF THIS INSPECTION REPORT/ANALYSIS.

Lab Reference :  2005-001423-NYHB-001
Sample Designated As : Shore Tank 5 After Discharge Upper NO. 6 FUEL OIL
Method Test Results Units
D4052 API Gravity @ 60 Deg ¥ 13.5 deg API
D4294 Sulfur 1.25 Wt %

Lab Reference ; 2005-001423.-NYHB-002
Sample Designated As 1 Shore Tank 5 After Discharge Middle NO. 6 FUEL OIL
Method Test Results Units
D4052 API Gravity @ 60 Deg F 13.5 deg API
D4294 Sulfur 1.25 Wt %
Tab Reference : 2005-001423-NYHB-003
Sample Designated As :  Shore Tank 5 After Discharge Lower NO. 6 FUEL OIL
Method Test Results Units
14052 API Gravity @ 60 Deg F 13.5 deg API
134294 Sulfur 1.24 Wt %
Lab Reference : 2003-001423-NYHB-004
Sample Designated As : Shore Tank 5 After Discharge Suction Level NO. 6 FUEL OIL
Method Test Results Units
D4052 APY Gravity @ 60 Deg F 13.4 deg API
D4294 Sulfur 125 Wi %
Lab Reference ;. 2005-001423-NYHB-005
Sample Designated As : Shore Tank 5 After Discharge Equal UML Composite NO. 6 FUEL OIL
Method Test Results Units
D4052 API Gravity (@ 60 Deg F 13.5 deg API
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Report of Analysis

SPRAGUE PROVIDES THE AYTACHED INSPECTICN REPCRT/ANALYSIS
REPRESENTING THE SPECIFICATICNS OF THE PRODUCT AT THE SPRAGLE
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emson s TS e
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Vool OSWEGO SPRAGUENY  ACOUFCNTE BA3e N SCUrS T S L S SR e
Vessel MT DIAMOND STAR e oahGu DISCLANS 4 LIAEILTY FOR THE PRCDIICT AFTER DELVERY
Reference: BY SPRAGUE TO CLISTOMER. SPRAGUE DISCLAIMS ANY WARRANTY OF
Purchase Order: MERCHANT AB\ILETY OR FGiTNE§§$%%gﬂ;lﬁi‘?ﬁg?é;&%%g?ﬁ% Bg!é‘%@%é;%;ggg%;
Date Received: 12-Apr-03 37D A BUNER OF PRODLCY, SFRAGUE ASSUYES NO LABLITY FOR CLANS OR LOSSES
Date Analyzed: 12-Apr-05 THAT MAY ARISE FROM CUSTOMENS USE OF THIS INSPECYION REPORT/ANALYSIS,
Date Reported: 12-Apr-05

Lab Reference : 2005-001423-NYHB-005

Sample Designated As: Shore Tank 5 After Discharge Equal UML Composite NO. 6 FUEL OIL

Method Test Resuits Units
D4294 Suifur 1.24 Wt %
D445/D2161 Kinematic Viscosity @ 122°F 532.6 cSt
D445/D2161 Saybolt Furol Viscosity (@ 122 °F [251.3 SES
D95 Water <(.1 Vol %
D473 Sediment by Extraction 0.03 Wt %
D1796 Sediment and Water 0.1 Vol %
D93 method B Corrected Flash Point =200 deg F
D482 @ 775 deg C Ash @ 775 deg C 0.047 Wit %
D5708 Method A Vanadium 15.1 ppm
D5708 Method A Sodium 312 Dpm
D5762 Nitrogen (.32 Wt %
D240 Gross Heat of Combustion 18624 BTU /b
D240 (ross Heat of Combustion 151357 BTU / gal
3279 Asphaltene / n-Heptane Insolubles{1.01 Wt %
D4530 Micro Carbon Residue 9.0 Wt %
D97 Upper Pour Point 9 deg C
DY7 Upper Pour Point, deg F 48 deg F

Intertek Caleb Brett
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